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3.- EMERGENCY MANUAL OVERRIDE FACILITY:  
                                            

 
 

 
 

 
                   
 

 
Warning: Do not remove the selector lever securing cross head screw as this will allow its internal mechanism to become loose 
and will cause irreparable damage to the actuator’s gearbox. Removing this screw will void the warranty. 
 
When “MAN” function is selected: 
 

1. The electronic system cuts the power to the motor after a few seconds. 
2. The motor to output shaft drive is disconnected. 
3. The desired position can be achieved by using the manual override lever or handwheel. 
4. There are two ways to re-active the motor after being isolated whilst in “MAN” position: 

a. With the actuator in “MAN” function, turn the handwheel to one of the endpositions (opened or closed). If the 
end position switch is actived the motor stops. Now change the manual override from “MAN” to “AUTO”.  The 
actuator is ready to operate automatically again. 

b. Change from “MAN” mode to “AUTO” . Deactivate the supply voltage for a few seconds which will reset the 
actuator.  The actuator is then ready to operate automatically again. 

 
4-MOUNTING TO COMPONENT BEING ACTUATED (eg:1/4 turn valve). 
It is vital that the mounting kit used to connect the electric actuator to the component (eg: valve) is correctly manufactured and 
assembled. The mounting bracket’s holes must be drilled to ensure that the centerline of the actuator’s drive is in line with the 
component’s drive-centerline, and that the drive coupling/ adaptor rotates around this centerline. The mounting holes of the 
actuator conform to ISO 5211, and the female output drive conforms to DIN 3337. 
 
The male square end of the drive coupling MUST NOT be longer than the maximum depth of the actuator female output drive 
when the assembly is bolted together. 
 
Failure to comply with these instructions will cause uneven wear and dramatically reduce the working life of the valve and 
actuator.  
 
5-EXTERNAL LED STATUS LIGHT :                           
The LED status light provides visual communication between the actuator and the user. 
The current operational status of the actuator is shown by either solidly lit, or different flashing sequences of the LED light: 

Time: 200 mSec. X each digit of the configuration. 
Configuration: digit 1=LED on, digit 0= LED off                                                                                                                                                                                                                                                          
The configuration is a respective sequence of 4 columns of 4 digits. 

 

   
 
 
 
 
 
 
 
 
 

ACTUATOR OPERATIONAL STATUS TIME CONFIGURATION 
Actuator without power being supplied 100% 0000 0000 0000 0000 

Actuator with power being supplied 100% 1111 1111 1111 1111 
Actuator with torque limiter activated 200 mSeg. 1010 1010 1010 1010 
Actuator in MANUAL mode 200 mSeg. 1111 0111 1000 0000 
Actuator in MANUAL but with an internal 
cam operating an internal micro-switch 200 mSeg. 1110 1111 1111 1110 

Actuator without power and working with 
the BSR system. MAX. 3 minutes (applies only 
to units with optional battery back-up) 

200 mSeg. 1000 0000 0000 0000 

Battery protection. Danger - The battery 
needs recharging. BSR disabled (applies only 
to units with optional battery back-up). 

200 mSeg. 1010 1000 0000 0000 
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The ECP-Series has two operating modes, 
automatic and manual.  The required mode 
is selected by using a lever on the lower half 
of the actuator housing (see Fig. 6). 
The two positions are marked: 
     AUTO = Automatic operation 
     MAN = Manual operation 
 


